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SZ waterproof washer
Screw

Waterproof box

■ Waterproof washer for screwing onto waterproof boxes.
■ NBR sealing material has superior oil resistance (N models only) .
■ Silicone sealing material has wider operating temperature with superior

temperature and water resistance (S models only).

■ Shape of the sealing material
vary by product.

Product no. / Dimensions
Product no. W H a b c t Washer material Sealing material Color Screw size Pack of

SZ- 3N  7 2.7  3.2 2.2  3.1 0.5 SUS304 NBR Black M 3 1

SZ- 3S  7 2.7  3.2 2.2  3.1 0.5 SUS304 Silicone Brown M 3 1

SZ- 4N  8 2.8  4.2 2.1  4.1 0.5 SUS304 NBR Black M 4 1

SZ- 4S  8 2.8  4.2 2.1  4.1 0.5 SUS304 Silicone Brown M 4 1

SZ- 5N  9.5 3.6  5.2 2.7  5.1 0.8 SUS304 NBR Black M 5 1

SZ- 5S  9.5 3.6  5.2 2.7  5.1 0.8 SUS304 Silicone Brown M 5 1

SZ- 6N 11.5 4  6.2 3  6.2 1 SUS304 NBR Black M 6 1

SZ- 6S 11.5 4  6.2 3  6.2 1 SUS304 Silicone Brown M 6 1

SZ- 8N 15.2 3.8  8.2 3.2  8.2 1 SUS304 NBR Black M 8 1

SZ- 8S 15.2 3.8  8.2 3.2  8.2 1 SUS304 Silicone Brown M 8 1

SZ-10N 18 5.3 10.2 4 10.2 1.5 SUS304 NBR Black M10 1

SZ-10S 18 5.3 10.2 4 10.2 1.5 SUS304 Silicone Brown M10 1

SZ-12N 24 6.1 14.2 4.8 12.2 1.5 SUS304 NBR Black M12 1

SZ-12S 24 6.1 14.2 4.8 12.2 1.5 SUS304 Silicone Brown M12 1

SZ-16N 30 6.8 18.4 5.3 16 1.9 SUS304 NBR Black M16 1

SZ-16S 30 6.8 18.4 5.3 16 1.9 SUS304 Silicone Brown M16 1

SZ SERIES WATERPROOF WASHER

Accessories (Optional parts)

Technical Data

Water pressure resistance:
M3 ~ M10 : 200kg/cm2 5min
M12 ~ M16 : 100kg/cm2 5min
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