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■ Exclusive‌EMC‌shielding‌ fabric-over-foam‌gasket‌ for‌EXPE‌•‌EXEF‌ •‌EXHE‌•‌
EXHFE models.

L

M

■ Sliding‌nut‌can‌be‌used‌on‌all‌EXPT‌•‌EXP‌•‌EXPE‌•‌EXW‌•‌EXPF‌•‌EXEF‌•‌EXWF‌•‌EX‌
models‌with‌width‌140mm‌or‌ larger‌bottom‌covers,‌as‌well‌as‌with‌width‌230mm‌and‌
285mm‌top‌covers,‌on‌all‌EXH‌•‌EXHE‌•‌EXHF‌•‌EXHFE‌models‌with‌width‌140mm‌or‌larger‌
bottom‌covers,‌as‌well‌as‌all‌heat-sink‌top‌covers.

Product no. / Dimensions
Product no. M L Material Finish Pack of

MT-3N 3 2.4 Steel Black‌trivalent‌chromate 50
Built-in groove
for M3 nut

Nut

EX series APPLICATION EXAMPLE

Premain Power Amplifier
Product‌by‌AY-densi‌(Japan)

USB Edge Node Product‌by‌SHINWA‌(Japan)

Product no. / Dimensions
Product no. Dimensions Pack of

EXEG-2.5 Φ2.5×500mm 1

EXEG-3.2 Φ3.2×500mm 1

Length tolerance = +/- 10%

Suitable Models
Product no. Suitable models

EXEG-2.5
EXPE7-□, 9-□, 12-□, 15-□, EXEF7-□, 9-□, 11-□, 15-□
EXHE8-□, 11-□,‌14-□, EXHFE8-□, 11-□,‌14-□

EXEG-3.2
EXPE20-□,‌24-□,‌30-□, EXEF20-□,‌24-□
EXHE19-□,‌23-□, 29-□, EXHFE19-□,‌23-□, 29-□

■ Material‌/‌Color‌:‌Conductive‌fiber‌‌•‌TPE‌/‌Metallic‌gray

Tube Amplifier
Product‌by‌MJ‌Audio‌Technology

IoT Relay Module
Product‌by‌Bunnyhop‌(Japan)

Accessories (Optional parts)

MT-3N SLIDING NUT for EX□ • EXH□

EXEG series EMC SHIELDING FABRIC-OVER-FOAM GASKET

EMC
Shielding

Effects

MT-3N dimensions
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ƴ Heat dissipation and cooling via the utilization of extruded
aluminium heat-sink side plates.

ƴ Rounded corners gives it an elegant feel.
ƴ Aluminium extrusion parts provides high structural durability.
ƴ Suitable for use as small-type fanless PC, digital audio equipment,

and so on.
ƴ Available in both Silver and Black color types.

HIT SERIES HEAT-SINK ALUMINIUM CASE

3

2 4

1

ƴ  Optional aluminium isolation feet, AFS and AFM series are available. 
See page AFS AFM-1 ~ AFS AFM-2 for more details.

Application example

Components
No. Part name Pcs Material Color / Finish

1 Heat-sink side plate 2 Extruded aluminium A6063S-T5 Silver Å Black / Anodized

2 Top Å Bottom cover 2 Aluminium A1050P t=2.0 Silver Å Black / Hairline brushed & Anodized

3 Front Å Rear panel 2 Aluminium A1050P t=1.5 Silver Å Black / Hairline brushed & Anodized

4 Rubber feet 1 set Polyurethane Black

5 Screw 8
Stailess steel (SS color type)
Steel (BB color type)

Unfinished
Black trivalent chromate (Steel)

Heat
Resistant

Included screws
Enclosure (Silver) M3-8 Hexagonal countersunk : Stainless steel : Unfinished x 8 pcs
Enclosure (Black) M3-8 Hexagonal countersunk : Steel : Black trivalent chromate x 8 pcs
※Hexagonal wrench included

5
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Product no. / Dimensions ƴ Thermal resistance calculation is based on the fins being perpendicular to the ground with temperature at 60°C.

Product no.
W H D a b c d e ※Thermal resistance rate

(°C/W) Weight (g)
● Silver ● Black

HIT 9-2-13SS HIT 9-2-13BB  89 20 130  8  81 118.6  78.8 16 9.14 183

HIT 9-4-13SS HIT 9-4-13BB  89 40 130  8  81 118.6  78.8 36 5.6 255

HIT13-3-13SS HIT13-3-13BB 130 30 130  8 122 118.6 119.8 26 6.82 289

HIT13-5-13SS HIT13-5-13BB 130 50 130  8 122 118.6 119.8 46 4.83 370

HIT18-4-13SS HIT18-4-13BB 180 40 130  8 172 118.6 169.8 36 5.6 414

HIT18-6-13SS HIT18-6-13BB 180 60 130  8 172 118.6 169.8 56 4.29 503

HIT13-3-18SS HIT13-3-18BB 128 30 180 12 115.5 168 113.8 26 4.38 411

HIT13-5-18SS HIT13-5-18BB 128 50 180 12 115.5 168 113.8 46 3.1 535

HIT17-4-18SS HIT17-4-18BB 174 40 180 12 161.5 168 159.8 36 3.6 578

HIT17-6-18SS HIT17-6-18BB 174 60 180 12 161.5 168 159.8 56 2.76 719

HIT23-5-18SS HIT23-5-18BB 228 50 180 12 215.5 168 213.8 46 3.1 772

HIT23-7-18SS HIT23-7-18BB 228 70 180 12 215.5 168 213.8 66 2.5 928

Product by AY-densi (Japan)

FIBER OPTICS EXTENSION UNIT

APPLICATION EXAMPLE

Product by Sanritz Automation (Japan)

AUDIO POWER SUPPLY for MacBook

ƴ   Drawings below are reference examples only.
DXF/DWG/PDF drawings available on our website.HIT dimensions



HS-1

ƴ Aluminium case with heat dissipating heat-sink cover for superior cooling effect.
ƴ Recommended for use with equipment requiring heat dissipation.
ƴ Manufactured with mounting þange for easy attachment onto walls and other surfaces.

1 Heat-sink cover 1 Extruded aluminium A6063S-T5 Silver Å Black / Anodized

2 Bottom chassis 1 Aluminium A1050P t=1.5 Silver Å Black / Anodized

3 Screw 4 Steel M3-5 Nickel plated Å Black trivalent chromate

Product by: IC Technologies (Australia)

HS SERIES HEAT-SINK ALUMINIUM CASE

1

3 2

Heat
Resistant

HIGH-END PERFORMANCE AUDIO AMPLIFER

APPLICATION EXAMPLE



HS-2
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4- Slotted raised countersunk M3 x 5
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Fins x 8sets

3×8

1.5 1.5

A-A cross-section

Product no. / Dimensions
Product no.

W1 W2 H D a Thermal resistance
(°C / W) Weight (kg)

 Silver  Black

HS16-5-16S HS16-5-16B 160 188.7 50.5 160 124 1.1 0.72

HS16-5-23S HS16-5-23B 160 188.7 50.5 230 194 0.83 1.0

HS16-5-30S HS16-5-30B 160 188.7 50.5 300 264 0.69 1.29

■ Thermal resistance calculation is based on the fins being perpendicular to the ground with temperature at 60°C.

■ For use with the heat-sink cover.
■ Recommended for aesthetic purposes, or for tampering resistance.
■ Requires the use of a specialized screwdriver.

Product no. / Dimensions
Product no. M L TORX head no. Material Color / Finish Pack of

MR3-5ZS 3 5 T10 Steel Nickel plated 20

MR3-5ZB 3 5 T10 Steel Black trivalent chromate 20

Accessories (Optional parts)

MR SERIES SLOTTED RAISED COUNTERSUNK TORX SCREW

■   Drawings below are reference examples only. 
DXF/DWG/PDF drawings available on our website.HS dimensions
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ƴ Stylish design coupled with hairline brushed finish makes
for a luxurious high-end case.

ƴ Heat dissipation and cooling via the utilization of extruded
aluminium heat-sink top/bottom cover.

ƴ Available in 18 sizes.
ƴ Sturdy extruded case construction.

Components
No. Part name Pcs Material Color / Finish

1 Top cover 1 Extruded aluminium A6063S-T5 Silver Å Black / Hairline brushed & Anodized

2 Bottom cover 1 Extruded aluminium A6063S-T5 Silver Å Black / Hairline brushed & Anodized

3 Front Å Rear panel 2 Aluminium A1050P t=2.0 Silver Å Black / Hairline brushed & Anodized

4 Screw 8 Steel countersunk M3-6 Nickel plated Å Black trivalent chromate

5 Rubber feet 4 Polyurethane Black

※HL ＝ Hairline brushed

HEN SERIES HEAT-SINK ALUMINIUM CASE

1

2

3

5

4

Accessories (Optional parts)

TORX screw MR-2S 
See page EM MR-1

Aluminium isolation feet AFS Å AFM series 
See page AFS AFM-1  AFS AFM-2

Heat
Resistant

Included screws
Enclosure (Silver) M3-6 countersunk : Steel : Nickel plated x 8 pcs
Enclosure (Black) M3-6 countersunk : Steel : Black trivalent chromate x 8 pcs
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Product no. / Dimensions
Product no.

W H D Panel
(W)

Panel
(H) a b c Cover 

combination
Weight

(g)● Silver ● Black

HEN110206S HEN110206B 111.2 21.4  60 112 21.9 99.2 13.4 16.4

①×2

143

HEN110212S HEN110212B 111.2 21.4 120 112 21.9 99.2 13.4 16.4 258

HEN110220S HEN110220B 111.2 21.4 200 112 21.9 99.2 13.4 16.4 411

HEN110306S HEN110306B 111.2 32.5  60 112 33.0 99.2 24.5 27.5
①×1
②×1

179

HEN110312S HEN110312B 111.2 32.5 120 112 33.0 99.2 24.5 27.5 311

HEN110320S HEN110320B 111.2 32.5 200 112 33.0 99.2 24.5 27.5 488

HEN110406S HEN110406B 111.2 43.6  60 112 44.1 99.2 35.6 38.6

②×2

215

HEN110412S HEN110412B 111.2 43.6 120 112 44.1 99.2 35.6 38.6 365

HEN110420S HEN110420B 111.2 43.6 200 112 44.1 99.2 35.6 38.6 565

HEN110506S HEN110506B 111.2 54.7  60 112 55.2 99.2 46.7 49.7
①×1
③×1

250

HEN110512S HEN110512B 111.2 54.7 120 112 55.2 99.2 46.7 49.7 417

HEN110520S HEN110520B 111.2 54.7 200 112 55.2 99.2 46.7 49.7 640

HEN110606S HEN110606B 111.2 65.8  60 112 66.3 99.2 57.8 60.8
②×1
③×1

286

HEN110612S HEN110612B 111.2 65.8 120 112 66.3 99.2 57.8 60.8 471

HEN110620S HEN110620B 111.2 65.8 200 112 66.3 99.2 57.8 60.8 717

HEN110806S HEN110806B 111.2 88.0  60 112 88.5 99.2 80.8 83.0

③×2

358

HEN110812S HEN110812B 111.2 88.0 120 112 88.5 99.2 80.8 83.0 577

HEN110820S HEN110820B 111.2 88.0 200 112 88.5 99.2 80.8 83.0 869
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①

②

③

Cover Type

Cover Cover length
(D-4)

※Thermal resistance rate
(°C/W)

①
 56 6.7

116 3.6

196 2.1

②
 56 5

116 2.6

196 1.5

③
 56 3.3

116 1.7

196 0.93

ƴ  Thermal resistance calculation is based on the fins being perpendicular to the ground
with temperature at 60°C.

AUDIO POWER SUPPLYAPPLICATION EXAMPLE Product by AY-densi (Japan)

ƴ   Drawings below are reference examples only.
DXF/DWG/PDF drawings available on our website.HEN dimensions



CH-1

ƴ Simple and strong construction with diecast and 
extruded aluminium material.

ƴ Durable powder-coated side plate.
ƴ Both the slide and screwed panel can be utilized as 

the front panel.
ƴ 2 color types available.

Components
No. Part name Pcs Material Color / Finish

1 Side plate 2 Diecast aluminium ADC12 Black Å Metallic gray / Powder coated

2 Frame 2 Extruded aluminium A6063S-T5 Black / Anodized Å Silver / Hairline brushed & Anodized

3 Slide panel 1 Aluminium A1100P Å A1050P Black / Painted Å Silver / Hairline brushed & Anodized

4 Screwed panel 1 Aluminium A1100P Å A1050P Black / Painted Å Silver / Hairline brushed & Anodized

5 Screw 1 set Steel Black trivalent chromate Å Nickel plated

6 Rubber feet 4 Synthetic rubber Black

ƴ Note: panels are covered with a protective film on one side. Remove before assembly. ※CH7 models come with copper plated screws for grounding.

CH SERIES ALUMINIUM CONTROL BOX

4

1

5

3

6

2

WAVEFORM ANALYZER

APPLICATION EXAMPLE
CNC MACHINING CENTER 
CONTROL UNIT



CH-2

Product no. / Dimensions
Product no.

W H D a b u Weight 
(kg)● Black (BBP) ●

CH4- 7-10BBP CH4- 7-10GSP  70 36.5 100.5  60  96.4 30.5 0.15

CH4-10-10BBP CH4-10-10GSP 100 36.5 100.5  90  96.4 30.5 0.20

CH4-15-10BBP CH4-15-10GSP 150 36.5 100.5 140  96.4 30.5 0.27

CH4-20-10BBP CH4-20-10GSP 200 36.5 100.5 190  96.4 30.5 0.35

CH4-25-10BBP CH4-25-10GSP 250 36.5 100.5 240  96.4 30.5 0.42

CH6- 8-14BBP CH6- 8-14GSP  80 55 140.7  68 135.7 48.8 0.25

CH6-11-14BBP CH6-11-14GSP 110 55 140.7  98 135.7 48.8 0.31

CH6-16-14BBP CH6-16-14GSP 160 55 140.7 148 135.7 48.8 0.41

CH6-22-14BBP CH6-22-14GSP 220 55 140.7 208 135.7 48.8 0.53

CH6-29-14BBP CH6-29-14GSP 290 55 140.7 278 135.7 48.8 0.67

Product no.
W H D a b u Weight 

(kg)● Black (BBP) ●
CH7- 9-17BBP CH7- 9-17GSP  90 65.5 168.5  74 164.4 58 0.50

CH7-12-17BBP CH7-12-17GSP 120 65.5 168.5 104 164.4 58 0.58

CH7-17-17BBP CH7-17-17GSP 170 65.5 168.5 154 164.4 58 0.72

CH7-25-17BBP CH7-25-17GSP 250 65.5 168.5 234 164.4 58 0.94

CH7-33-17BBP CH7-33-17GSP 330 65.5 168.5 314 164.4 58 1.16

CH8-15-23BBP CH8-15-23GSP 150 75 230.6 134 226.1 68.8 0.74

CH8-25-23BBP CH8-25-23GSP 250 75 230.6 234 226.1 68.8 1.06

CH8-33-23BBP CH8-33-23GSP 330 75 230.6 314 226.1 68.8 1.31

CH8-43-23BBP CH8-43-23GSP 430 75 230.6 414 226.1 68.8 1.63
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Included screws

CH4 Å CH6 models
M3-5 Slotted raised countersunk Å Black trivalent chromate  x 4 pcs
M3-5 Slotted raised countersunk Å Nickel plated  x 4 pcs
M3-10 countersunk Å Black trivalent chromate  x 8 pcs
M3-10 countersunk Å Nickel plated  x 8 pcs

CH7 Å CH8 models
M3-5 Slotted raised countersunk Å Black trivalent chromate  x 4 pcs
M3-5 Slotted raised countersunk Å Nickel plated  x 4 pcs
M4-12 countersunk Å Black trivalent chromate  x 8 pcs
M4-12 countersunk Å Nickel plated  x 8 pcs

CH dimensions

Product no. / Dimensions
Product no. Included screws TORX head no.

MR-3CS M3-10 countersunk x 8 pcs Å M3-5 Slotted raised countersunk x 4 pcs T10 (M3)

MR-4CS M4-12 countersunk x 8 pcs Å M3-5 Slotted raised countersunk x 4 pcs T10 (M3) Å T20 (M4)

Product no.

MR-3CS CH4 and CH6 models

MR-4CS CH7 and CH8 models

Accessories (Optional parts)

MR SERIES

ƴ   Drawings below are reference examples only. 
DXF/DWG/PDF drawings available on our website.

ƴ Material / Finish : Steel / Nickel plated
ƴ TORX screw set for 1 unit.
ƴ Recommended for aesthetic purposes, or for tamper-resistance.
ƴ Requires the use of a specialized screwdriver.











FM200 -1

ƴ DXF/DWG/PDF drawings available on our website.

Components
No. Part name Pcs Material Color / Finish

1 Holder 2 PC + ABS Black Å Gray

2 Blind cap 2 PP + Elastomer Black Å Gray

3 Grip 1 PP + Elastomer Black Å Gray

Screw (Pan head M4-14) 2 Steel Trivalent chromate

Nut 2 Steel Trivalent chromate

Spring washer 2 Steel Trivalent chromate

Product no.
Product no.

● Black ● Gray

MH-197B MH-197G

129.5

197.5

144.5

191.5

ū3

Pan head M4-14

25 27
11

.5
1.

5

2-ū4.5 2-ū3.2

23.523.5 144.5

Installation Hole Layout

1 2 3

MH SERIES CARRYING HANDLE

200

26
16

.9

127.5 2828

127.5

Installation Hole Layout
28 28

4-ū5.5

4-M5 threaded hole : depth 8.0mm

Components
No. Part name Pcs Material Color / Finish

1 Grip 1 PU Black Å Gray

2 Base 2 PA6 Black Å Gray

3 Base cover 2 ABS Black Å Gray

4 Shaft 2 SWCH Nickel plated

Screw (Pan head tapping M5-8) 4 Steel Trivalent chromate

ƴ DXF/DWG/PDF drawings available on our website.

Technical Data

Max load : 20kg

FM200 SERIES ELASTOMER CARRYING HANDLE

ƴ Comfortable and easy to grip elastomer handle.

Product no.
Product no.

● Black ● Gray

FM200B FM200GNEW NEW

2

3

1

4

Accessories (Optional parts)

Technical Data

Max load : 20kg
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■ Aluminium material gives it a refined and elegant look.
■ Suitable for audio equipment use.
■ Elastomeric foam pad is located on the underside of the feet.

DD H

B

A

E

C

F

C

A

B

F

H

E

TC—1 TC—2 • TC-3

Product no. / Details
Product no.

A B C D E F H Material Pack of
 Silver  Gold

TC-1S TC-1G 25 35 11.5   9.7 3.4 5.6 11.5 ABS UL94HB / Aluminium / EVA 4

TC-2S TC-2G 25 40 10.5 10.4 4.1 2.4 12.5 ABS UL94HB / Aluminium / EVA 4

TC-3S TC-3G 25 45 11.7 13 4.2 7.5 15 ABS UL94HB / Aluminium / EVA 4

■ Suitable for audio equipment use.
■ Elastomeric foam pad is located on the underside of the feet.

Product no. / Details
Product no.

Material Pack of
 Silver  Gold

RS-28S RS-28G ABS UL94HB / Polyester / EVA 4

RS-45S RS-45G ABS UL94HB / Polyester / EVA 4

RS-55S RS-55G ABS UL94HB / Polyester / EVA 4

RS-60S RS-60G ABS UL94HB / Polyester / EVA 4

RS-28 RS-45

RS-55 RS-60

28
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2
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Φ11.3
Φ4.2
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3

20

Φ11.9
Φ5.2

Accessories (Optional parts)

RS series PLATED PLASTIC FEET

TC series ALUMINIUM FEET

RS dimensions

■ DXF/DWG/PDF drawings available on our website.

TC dimensions

■ DXF/DWG/PDF drawings available on our website.
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■ Adhesive is present on the underside.

BC

H

A

D

Product no. / Dimensions ■ Material / Color : Polyurethane / Black 

Product no. A B H C D Pack of

SJ-P5007 10.4 10.4 2.5  7.5  7.5 10

SJ-P5008 12.7 12.7 3  9.5  9.5 10

SJ-P5018 12.7 12.7 5.8  7  7 10

SJ-P1004 15 15 4.5 10 10 10

SJ-P5023 20.6 20.6 7.6 12.7 12.7 10

SJ-P1011 15.5  5.5 2  4.5 14.5 10

A

SJ-P1011

D

C B

H

■ Adhesive is present on the underside.

A

H

Accessories (Optional parts)

Product no. / Dimensions ■ Material : Rubber

Product no.
A H Pack of

 Black*  White gray  White

TB- 7 − −  6.7 4.2 10

TB- 8 − TB- 8W  8 2.6 10

TB-10 − − 10 2.8 10

TB-12 − TB-12W 11.3 5.6 10

TB-14 − − 14 8 10

TB-16 − TB-16W 15.9 8 10

TB-21 − − 21.6 8.5 10

TB-27 TB-27G − 27.8 7.4 10

* No color code denotation required

TB series ADHESIVE RUBBER FEET

SJ-P series POLYURETHANE RUBBER FEET

TB dimensions ■ DXF/DWG/PDF drawings available on our website.

SJ-P dimensions

■ DXF/DWG/PDF drawings available on our website.
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Feet-4

ƴ Prepare screws for installation.
ƴ Resistant against color migration.

ƴ Plastic feet equipped with soft padding on the bottom to 
prevent sliding.

C

D

A

A—P1 ~ A—P5 A—P6

B

E

H

C

D

E H

A

B

B

A

H

B

E
B

E

DD H

A

C

F

A

TM-1, TM-2 TM-1S, TM-3

H

C

F

Product no. / Dimensions ƴ Material / Color : Elastomer / Black

Product no. A B H C D E Pack of

A-P1  9.4 10.8  4 3.3 6.8 2 10

A-P2 13.4 14.2  5.5 3 8 3.5 10

A-P3 14 15  9 4 9.5 6 10

A-P4 20 21  8 4 8.2 5 10

A-P5 20 24 14 5.5 8.6 8 10

A-P6 36 40 19 4.5 9 7.5 10

Product no. / Dimensions ƴ Material / Color : (Feet) LDPE Å (PIN) PP / Black

Product no. A B H Mounting hole Panel thickness Pack of

TP-1 12 12.7  4.4  5 1.0 ~ 2.0 10

TP-2 15 15.7  4.4  5 1.0 ~ 2.0 10

TP-3 17.2 19.2  7.9  8 0.8 ~ 1.2 10

TP-4 18 20 10  8 1.0 ~ 2.5 10

TP-5 19.8 20.8  6.4  8 1.0 ~ 2.5 10

TP-6 19.5 23.7 13.7  8 1.0 ~ 2.5 10

TP-7 26.5 29.4 15 10 1.0 ~ 3.5 10

ƴ DXF/DWG/PDF drawings available on our website.

ƴ DXF/DWG/PDF drawings available on our website.

ƴ DXF/DWG/PDF drawings available on our website.

A-P SERIES SCREW MOUNT ELASTOMER FEET

TP SERIES SNAP-IN ELASTOMER FEET

TM SERIES PLASTIC FEET

ƴ Easy installation with snap-in pin.
ƴ Require a hole for installation.
ƴ Resistant against color migration.

Product no. / Dimensions
Product no. A B H C D E F Feet material Pad material Color Pack of

TM-1S 15.9 19.5  6.3 7  5.8 4 2.3 ABS UL94HB Silicone Black 10

TM-1 20 21.8 10 7.2  8.5 3.5 4.5 ABS UL94HB EVA Black 10

TM-2 20 21.8 15 7.2 13.5 3.5 4.5 ABS UL94HB EVA Black 10

TM-3 25 30  7.8 8.1  6.8 3.3 2.7 ABS UL94HB EVA Black 10

Accessories (Optional parts)
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A series SCREW MOUNT ELASTOMER FEET
■ DXF/DWG/PDF drawings available on our website.

Accessories (Optional parts)

Product no.

A dimensions

Pack of

10

10

10

10

10
10

10

Old product no. Difference

■ Prepare screws for installation.
■ Resistant against color migration. ■ Material / Color : Elastomer / Black

Product number change only.

Product number change only.

Product number change only.

Product number change only.

Product number change only.

Product number change only.
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CNC MACHINING
CNC milling is a form of computer controlled machining. Similar in operation to drilling and cutting, it is 
able to create various hole styles and shapes by using a rotating cutting tool to bore into the object.

・Mainly used for plastic, aluminium die-cast, and aluminium 
extrusion material types.

・Able to perform milling for various shapes and sizes.
・Recommended for small quantity customization.

Extruded aluminium

Aluminium sheet Diecast aluminium

Large plastic boxPlastic enclosure

Custom-5



ENGRAVING
By having the drill-head slightly milling the surface, the engraving of fine text or complex designs is
able to be performed on a variety of surfaces, be it flat, curved, and so on.
Suitable for small batch print, and/or simple lettering. Font shall be similar to VAG Rounded font type.

Paint filling

Custom-6



LASER CUTTING
Laser cutting utilizes a laser to perform cutting on an object, allowing various types and shapes of holes to 
be cut.
New fiber laser machine allows the processing of aluminium sheets with both high precision and speed.
Processing of Pure Aluminium 1050 is also possible with minimal burr as compared to conventional CO2 
laser machines, which causes excessive burring.

Custom-7



PUNCHING PRESS
What is punching press? It is a type of machine press used to cut holes in material via the use of various 
sized die sets.
Punching press allows the realization of high cost performance due to its high speed automated turret 
punching process, which significantly reduces machining lead-time.
Due to its ability to create designated sized holes by means of rapid multiple hole punches, this enables it 
to punch holes of various sizes and types quickly and efficiently.
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Common connector shapes Unique shapes

Power supply Fan

Double DSingle D

Slits Drive pin hole Other shapes

Burring punch

Increasing surface area on a thin metallic 
sheet for screw threads to bore into.

Cut section

Paint filling

Complex or large rectangular shapes can 
be punched out with multiple presses.

Punching of large circular holes with 
multiple smaller die strokes.

Nibbling press (rectangle) Nibbling press (round)Circular hole

Circular holes as small as 1.0mm in 
diameter can be punched .
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INKJET PRINTING

Full color digitally designed image 
can be printed in 1 run.
No cost difference regardless of the 
number of colors used.

Full color print possible 
in small quantities

Low printing cost

Full color in 1 run

Inkjet printing

Repeat procedures x number of colors.

Ink Mixing Print Drying

Silk-screen printing

Printing cost x number of colorsSilk-screen printing

1 run only for full color printInkjet printing

Printing cost
Full color

Printing cost
Color 2

Printing cost
Color 3

Printing cost
Color 4

Printing cost
Color 1
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Print photo images in maximum 1,800 x 1,800 dpi quality.
Pictures, logos and unique designs with color gradation can be recreated in a high quality print.

Printable on surfaces with height differential

High quality printing of photo image and color gradation.

D
420mm

W
594mm

H
270mm

W

H

D

Maximum printable enclosure size

Printed examplePrinting is possible on recessed, sloped and rounded 
sections.

Gap difference is less than 2.0mm.

Printing 
surface

Printing surface

Less than 
2.0mm

> 2mm> 2mm> 2mm

*Not suitable if height difference is more than 2.0mm.
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