


Now available
for

Raspberry Pi 5

Available in metallic silver and black
for Raspberry Pi 4 Model B and Raspberry 
Pi 5.

Compatible with VESA Mount Standards
 (75 x 75mm / 100 x 100mm), and can be 
installed on the back side of PC displays, etc.

Available with DIN Raill mounting bracket.
Perfect for mounting on control panels
or switchboards.

Exceptional Functionality with Superb Cost Efficiency! 

Raspberry Pi HEAT-SINK ALUMINIUM CASE
Made with Aluminium Diecast Material

for Excellent Heat Dissipation and Rigidity

3 different types are available: Desktop, Flanged and DIN Rail

RPH series

Desktop type
RPH-5
RPH-4B

Flanged type
RPH-5-F
RPH-4B-F

DIN Rail type
RPHD-5
RPHD-4B
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Efficient Heat Dissipation Construct to
Maximize your Raspberry Pi Performance!

Thermal Conductive Sheet

CPU / RAM

Pillar

Raspberry Pi Board

Heat Dissipation

■ Attach thermal conductive sheet onto CPU and RAM. Heat is transferred to the heat-sink cover through the pillar.

*The model shown above is for Raspberry Pi 5.  The model for Raspberry Pi 4 model B has a different configuration.

*The Pillar and the Thermal Conductive Sheet configuration varies by models.
2 different Heat dissipation types and Normal type are available.

RPH-5-H (Heat dissipation)
RPH-4B-H (Heat dissipation)

RPH-4B-N (Normal)

Thermal Conductive Sheet
Pillar

368





















378

Technical Data

Operating temperature : -55°C ~ +105°C
Rated voltage : DC500V
Rated current : 1.0A
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RPS2-2 RPS2-20

Product no. / Details
Product no. Pin layout Pack of

RPS2-2 4 (2 pin x 2) 1

RPS2-20 40 (20 pin x 2) 1

■ Material / Finish : Brass / Nickel plated
■ Brass hexagonal standoff with M2.5 threads on both male and female sides. 

Utilize with RPCB expansion PCB for Raspberry Pi series.
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5V groove

Product no. / Details
Product no. Pack of

RPSP2.5-11 4

■ Material / Finish : Steel / Trivalent chromate
■ Utilize when affixing RPCB expansion PCB.

Product no. / Details
Product no. Pack of

MT2.5-4 4

M2.5

4

Accessories (Optional parts)

RPS series PIN SOCKET CONNECTOR for RPCB

RPSP2.5-11 HEXAGONAL STANDOFF

MT2.5-4 MOUNTING SCREW for RPSP2.5-11

RPSP2.5-11 dimensions ■ DXF/DWG/PDF drawings available on our website.

MT2.5-4 dimensions

■ Material / Color : (Socket) FRPBT UL94V-0 / Black • (Pin) Phosphor bronze
■ 2.54mm hole-to-hole pitch pin socket connector. 

Utilize with RPCB expansion PCB for Raspberry Pi series.

■ DXF/DWG/PDF drawings available on our website.RPS dimensions



Custom Color Anodization • Custom Color Painting

Fiber laser machine allows the processing of aluminium sheets 
with both high precision and speed.
See page Custom-4 and website for further details.

Digital inkjet printing enables high quality full color printing with 
minimal tooling cost.
High resolution photo images and color gradation can also be 
printed with ease.
See page Custom-7 ~ Custom-8 and website for further details.

Installation of self-clinching standoffs and nuts are possible.
TAKACHI has over 100 different types of clinching standoffs
and nuts available, which can be installed with precision and 
speed.
See page Custom-6 and website for further details.

Customization services available at TAKACHI
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Color Anodizing・Painting

Inkjet printing services are available from just 1 piece, with low initial cost.
Engraving is also available.

Unique Logo (Inkjet print, Engraving)

Size adjustment
Stainless steel material can also be used for customization.

Stainless Steel material

Raspberry Pi Case customization
Create your very own unique Raspberry Pi Case!

RPI-Custom



RPI・RPD-3
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RPD SERIES Raspberry Pi DIN MODULE BOX

Components

No. Part name Pcs Material Color / Finish

1 Body 1 PC + ABS Gray

2 Base 1 PC + ABS Gray

3 Front panel (RPD-4B-1H only) 1 Polycarbonate t = 2.0 Transparent

4 Hook 1 PPO Black

5 Screw for Board (M3-6) 2 Stainless steel Unfinished

RPD-4B-1S RPD-4B-1H

Product no. / Dimensions

Product no.
Dimensions

Weight (g)
W H D w h d

RPD-4B-1S 71.1 32.2 90 64.1 20.1 83.9 46.8

RPD-4B-1H 71.3 62 90.5 60.3 31.7 83.9 68.1

■ y p yExclusively for use with Raspberry Pi 4B.

■ Exclusively for use with 35mm DIN rail.

no screws required.
*Caution : Material may easily break when assembling.

■ Raspberry Pi Board is excluded.
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■ Drawings below are reference examples only.
DXF/DWG/PDF drawings available on our website.RPD dimensions

●All items listed in this catalogue are compliant with EU RoHS 10 standard.

TAKACHI ELECTRONICS ENCLOSURE CO., LTD.

www.takachi-enclosure.com3-21-16 Higashi-ryoke,
Kawaguchi, Saitama 332-0003, JAPAN
Tel. +81-48-222-5409




